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30 YEAR ARCHITECTURAL 
ASPHALT SHINGLES

½” CDX PLYWOOD ROOF SHEATHING

ALUM. DRIP EDGE

FINISHED SOFFIT 
and FASCIA

2” x 4” STUDS 
16” O.C.

SINGLE HUNG 
ALUMINUM 

WINDOW

END VENT 
EACH SIDE

SIDING VARIES:
 5/8” DURATEMP® 
TEXTURE 1-11 
OR HORIZONTAL 

OVER ½” CDX

SIDING VARIES:
 5/8” DURATEMP® 
TEXTURE 1-11 
OR HORIZONTAL 

OVER ½” CDX

½” PLYWOOD 
GUSSETS 

BOTH SIDES

2” x 4” RAFTERS 
16” O.C.

PRESSURE TREATED 
4” x 4” BEAMS
6’ WIDE: 2 BEAMS
8’ WIDE: 3 BEAMS
10’ & 12’ WIDE: 5 BEAMS
14’ WIDE: 7 BEAMS

¾” WEATHER & ROT RESISTANT 
PRESSURE TREATED

5-PLY PLYWOOD

(2) 2” x 4” TOP PLATE

2” x 4” PRESSURE TREATED 
FLOOR JOISTS 16” O.C.

12’ WIDE and LARGER: 12” O.C.

6’
5”
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Cape Storage Building 2020

NOTES:
Building Code - conforms to 
2018 International Residential 
Code table R301.5

Designed to resist wind gust of 
130 MPH for 3 seconds
Design wind force - 34psf
Design snow load - 40 psf
Design floor load - 100 psf
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