EAST HARTFORD-GLASTONBURY
ELEMENTARY MAGNET SCHOOL PHASE 2
GLASTONBURY, CONNECTICUT
STATE PROJECT NOS. 054-0095 MAG/N/PS & 054-0096 MAG/N/PS
GLASTONBURY BID NO. GL-2011-04

The following changes to the Drawings and Project Manual shall become a part of the Contract Documents superseding previously issued Drawings and Specifications to the extent modified by this Addendum No. 8. Bidders shall ensure this addendum is acknowledged in the appropriate space provided on the Bid Form when submitting their bid.

NOTICE TO ALL PLAN HOLDERS:

If you received this Addendum No. 8 electronically you may not change it in any way except to format it to print on your printer.

CHANGES TO PREVIOUS ADDENDA

A. ADDENDUM NO. 7 - CHANGES TO THE PROJECT MANUAL:
   1) In Section 08 41 23, On Page 08 41 23-6, Article 2.2, Paragraph A, CHANGE location of fire rated glazing to Stair No. 1.

CHANGES TO THE PROJECT MANUAL

B. SECTION 00 24 19 - BID PACKAGE BP-117 ELECTRICAL:
   1) CLARIFICATION: On Pages 00 24 19-9 and 00 24 19-10, under Allowance Nos. 1-11 inclusive, the quantity of wiring and raceways specified is for EACH of the additional items included in the allowances. See example below:

   "Allowance No. 1 - Provide two (2) illuminated Exit Signs w/ double face plates, ceiling mounted type, including 100 feet of wiring and raceways for each exit sign."

C. SECTION 00 41 16 - BID FORM:
   1) On Page 00 41 16-9, under "ACKNOWLEDGEMENT OF ADDENDA", in the allowable space below the last line, write in the Bidder's Acknowledgement of Bid Addendum No.7 and Bid Addendum No. 8 with appropriate dates.

D. SECTION 00 73 16 - INSURANCE REQUIREMENTS:
   1) On Page 00 73 16-1, in Article 1.1, DELETE Paragraph 1.1 C in its entirety.

   (Note to Bidders: No Pollution Insurance is required on this portion of the project.)

   2) On the SAMPLE Insurance Certificate, DELETE the Pollution Insurance requirements.
CHANGES TO THE DRAWINGS

A. DRAWING NOS. A-431 THROUGH A-439:

1) CLARIFICATION: On Drawing Nos. A-431 through A-439 inclusive, under the "Glazing Legend" the composition of Glass Types C, G, and K is as follows:

"Type C is a one (1) inch insulating glass unit similar to those specified in Section 08 80 00 except that the inner light shall be Glass Type GS-1 specified in Section 08 41 23."

"Type G is Glass Type GS-1 specified in Section 08 41 23."

"Type K is Glass Type GS-1 specified in Section 08 41 23."

END OF ADDENDUM NO. 8